. DIGITAL GAME CAMERA .
Model iR-5 & iR-7SS

CONTENTS:
GETTING STARTED 2
MOTION DETECTOR 3
MODEL iR-5 AND iR-T5S 8
SETTING THE TIME g9
CAMERA MENUS 10
CONNECTING TOACOMPUTER ... 14
TROUBLESHOOTING 15
WARRANTY 16

Leaf River Outdoor Products
Vibrashine, Inc. P.O. Box 557, Taylorsville, MS 39168
(601) 785-9854 FAX (601) 785-9874 www.myleafriver.com




- GETTING STARTED

How do | take my first pictures?

BATTERIES

The Game Camera requires
four D batteries and three C
batteries. Follow the directions
on the bottom of the battery
compartment. Please be sure
to install the batteries correctly.
If the batteries are installed
incorrectly, they will leak battery
acid and void the warranty.
Once the batteries are loaded,
you can begin taking your first
pictures. Set the main power
switch to ON and in about a
minute, the camera will begin
sensing motion and taking
pictures using the default settings.

MOUNTING THE CAMERA
When you're ready to set up your camera in the field, you
have several options. There is a supplied strap to hold the
camera in place. Holes in the steel mounting bracket let
you atlach your own chain or heavy duty cable lock. The

. supplied steel security bar,
when used with your locks,
prevents tampering and gives
| you access to the camera
controls while the unit remains
fastened to a tree or post.
Owners have found many
ways to mount their cameras
for their own applications. Use
your imagination; check out
our web-site for ideas.
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Since it takes both hands to aftach the supplied strap,
place the camera against the tree and lean against it with
your body while you tighten the strap.

When mounting the camera, check to see that it is level
and aimed correctly. The best “Target Zone" should be
about 15 to 20 feet in front of the camera.

Generally, daytime pictures look better when the camera is
hi 3 pointed north, away from the sun. The rising or seftting sun
can trigger the camera when no animals are present.




. MOTION DETECTOR
How do | work this?

MOTION DETECTOR
controls are located in the
lower half of the inside of
the Game Camera's door.
They include an LCD panel
which displays settings and
battery status. Any time the
unit is turned on, it will begin
detecting motion and taking pictures 60 seconds after the
last button is pushed.

IMPORTANT! Always follow these two steps when changing
Motion Detector settings:

1. Turn Main Power on.

2. Wait until the back light goes out in lower display.

The large numbers on the LCD panel are the “Event
Counter” which displays the number of times the motion
detector triggers, up to 400 events. The Event Counter
continues to work even after the internal memory or the SD
card is full. To reset the Event Counter to zero
press and hold the “OK/Delete” button for
several seconds until the numbers flash, then
release the button.

When the storage space in the camera is full,
the LCD will blink “MEMORY FULL". If this happens, you
should delete pictures, add an SD card, or change the SD card.
After these procedures, turn the camera off and back on to reset
memory.The motion detector will not tell the camera to take any
more pictures if the memory is full.



MOTION DETECTOR
What about the display and the Work button?

THE LCD PANEL displays two “Battery” icons which tell
you how much power remains in the batteries. The upper

icon is for the D cell batteries or the camera operation. The
lower icon is for the C cell batteries or the motion detector.
The icons have three settings: “FULL", Half Full” or “Empty”.
To get an accurate reading, make sure the camera is on and
warmed up, then check the battery icon. The camera will
continue to take pictures when the batteries are half full, but
you should change the batteries when the icon says they are
empty.

THE WORK BUTTON selects between “Day,” “Night,”
and “24 Hour" operation. The “Sun” icon, on the left of the
LCD screen means the camera will take pictures only in
daytime. The “Moon” icon means the camera will take pic-
tures only at night. The “Clock” icon means the camera

will take pictures both day and night. Press “Work” once,
the current setting icon will flash. Press “Work” again, while
the icon is flashing, and the icon will change. When the new
icon is flashing wait 10 seconds or press the “OK/Delete”
button to record the change. The icon will stop flashing.






